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Building structure with/without plaster framing	 with stepped floor	 with flat floor 
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Bottom edge of frame - 
top edge of rail m
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Overall frame size (RAM)

Ordering size (BR) = 
RAM - 134

Min. opening = RAM - 60
Max. opening = RAM - 20

Outside

Dim. of plaster framing
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Overall frame size (RAM)

Ordering size (BR) = 
RAM - 134

Min. opening = RAM - 60
Max. opening = RAM - 20

Outside

Dim. of plaster framing
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Plug-and-screw fixing 
from 75 mm jamb depth 

*	Distance back for electric 
	 operator ProMatic/SupraMatic 
	 3200 mm up to door height 
	 2500 mm

Clamping 
at least 50 mm, max. 100 mm jamb depth 
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2375 x 2045
2375 x 2075
2425 x 2075
2485 x 2045
2500 x 2075
2500 x 2100
2560 x 2125
2570 x 2125
2590 x 2075
2590 x 2125
2705 x 2125
2715 x 2075
2720 x 2200
2730 x 2125

2449 - 2489 x 2088 - 2108
2449 - 2489 x 2118 - 2138
2499 - 2539 x 2118 - 2138
2559 - 2599 x 2088 - 2108
2574 - 2614 x 2118 - 2138
2574 - 2614 x 2143 - 2163
2634 - 2674 x 2168 - 2188
2644 - 2684 x 2168 - 2138
2664 - 2704 x 2118 - 2138
2664 - 2704 x 2168 - 2188
2779 - 2819 x 2168 - 2188
2789 - 2829 x 2118 - 2138
2794 - 2834 x 2243 - 2263
2804 - 2844 x 2168 - 2188

2509 x 2148
2509 x 2178
2559 x 2178
2619 x 2148
2634 x 2178
2634 x 2203
2694 x 2228
2704 x 2228
2724 x 2178
2724 x 2228
2839 x 2228
2849 x 2178
2854 x 2303
2864 x 2228

2235 x 1925
2235 x 1955
2285 x 1955
2345 x 1925
2360 x 1955
2360 x 1980
2420 x 2005
2430 x 2005
2450 x 1955
2450 x 2005
2565 x 2005
2575 x 1955
2580 x 2080
2590 x 2005

2325 x 1905
2455 x 1905
2350 x 1935
2480 x 1935

2399 - 2439 x 1948 - 1968
2529 - 2569 x 1948 - 1968
2424 - 2464 x 1978 - 1998
2554 - 2594 x 1978 - 1998

2459 x 2008
2589 x 2008
2484 x 2038
2614 x 2038

2185 x 1785
2315 x 1785
2210 x 1815
2340 x 1815

Ordering 
size

Width x height 
Clear structural dimension* (fitting area)

Width x height 
Overall frame size Clear passage 

Width x height 

Up-and-Over Doors
Door type F80 for ready-built garages
Renovation sizes and fitting dimensions

Door sizes for concrete garages with an externally fitted door 	 Dimensions in mm

Door sizes for standard-sized garages in the newly-formed German states	 Dimensions in mm

Position of anchors	 Dimensions in mm

* Taking into account an additional 30mm below threshold
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KSi security door
As a burglar-retarding steel door with 
multiple locking as standard. 
For the entrance to the basement, as a 
side door H8-5 or for the garage. 

MZ multi-purpose door
The sturdy steel door, also with 
insulating glazing. 
For basement rooms, outbuildings, 
equipment sheds, barns. 

H8-5 fire door
The officially approved 
fire-retardant steel door.
Germany’s best-selling 
boiler room door.

Hörmann Quality Doors

To make the basement entrance secure, for wet rooms, the 

hobby room, a child’s or teenager’s bedroom, the converted 

loft, boiler room or as a door connecting the garage with the 

rest of the house.

The wide range means that a more economically-priced 

standard size will nearly always fit. Costly specials are not 

necessary. This saves you money!

Find out more about Hörmann’s wide range of beautiful 

TopComfort entrance doors and canopies. Request our 

brochures or visit our website at www.hoermann.com.

Improved Aesthetics 	  Added Convenience 	  Increased Security
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H3-D multi-purpose door
Fire-retardant and with the 
corresponding equipment, 
also smoke-tight, acoustic-
rated and burglar-retardant.
The ideal door for connecting 
the garage with the home.

ZK internal door
The decorative steel doors for 
all areas of the home, from the 
basement right up to the attic. In 
an array of colours, timber designs, 
glazings and equipment. 

Steel frame
The slot-screw or welded standard 
frames that you can easily fit 
yourself, e.g. for the loft conversion. 

Doors for All Areas of the Home
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Hörmann (UK) Ltd, Gee Road, Coalville, Leicestershire LE67 4JW,
Tel (01530) 513000, Fax (01530) 513001

Hörmann: Quality without Compromise

GARAGE DOORS

OPERATORS

INDUSTRIAL DOORS

LOADING TECHNOLOGY

HINGED DOORS

DOOR FRAMES

Hörmann is the only manufacturer worldwide that offers you 

a complete range of all major building products from one source. 

We manufacture in highly-specialized factories using the 

latest production technologies.

The close-meshed network of sales and service companies 

throughout  Europe, and activities in the USA and China 

make Hörmann your strong partner for first-class building 

products, offering "Quality without Compromise".

Hörmann KG Amshausen	 Hörmann KG Antriebstechnik	 Hörmann KG Brandis	 Hörmann KG Brockhagen

Hörmann KG Dissen	 Hörmann KG Eckelhausen	 Hörmann KG Freisen	 Hörmann KG Ichtershausen

Hörmann KG Werne	 Hörmann Genk NV, Belgium	 Hörmann Beijing, China	 Hörmann Inc. Vonore TN, USA


