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Without wicket door With wicket door
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Fitting situation not 
possible on account 
of threshold profile!
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External views

(The illustrations correspond to the size of the structural opening for 1000 × 2125 mm. Deviations may occur with other door sizes.) 
Side door version styles (see page 24) only possible with profile type 1*	

Profile type 1 and 3 Profile type 2

D
rH

*

10
50

Standard sizes

Profile type 1, only opening inwards,
S, M, L-ribbed or S, M-panelled
Fitting: internal fitting

Ordering sizes = 
BRB DrH from FFL Spacings

875 × 2000 955 125/250

875 × 2125 1010 133/265

1000 × 2000 955 125/250

1000 × 2125 1010 133/265

Profile type 2
S, M, L-ribbed
Fitting: internal or external fitting

Ordering sizes = 
BRB DrH from FFL Spacings

875 × 2000 1050 125/250

875 × 2125 1050 133/265

1000 × 2000 1050 125/250

1000 × 2125 1050 133/265

Profile type 3
S, M, L-ribbed or S, M-panelled
Fitting: external fitting

Ordering sizes = 
BRB DrH from FFL Spacings

875 × 2000 955 125/250

875 × 2125 1010 133/265

1000 × 2000 955 125/250

1000 × 2125 1010 133/265

Special sizes

Profile type 1 or 3
S, M-panelled or door style
Fitting: internal fitting for profile type 1, external fitting 
for profile type 3

Ordering sizes = BRB DrH from FFL

875 – 1250 × 2000 or 2125 935 – 1268

875 – 1250 × 2000, 2080, 2125, 2205
2250, 2375 or 2500

935 – 1268

Profile type 1, 2 or 3
S, M, L-ribbed
Fitting: internal fitting for profile type 1, internal or 
external fitting for profile type 2, external fitting for 
profile type 3

Ordering sizes = 
BRB

DrH from FFL

Profile 
type 1

Profile 
type 2

Profile 
type 3

875 – 1250 × 
1875 – 2500

935 – 1268 1050 935 – 1268

Note with glazing type D:
Min. RAM width 980 mm and min. RAM height 2115 mm for glazing on the upper door section

(See next page for the legend.)

Side Doors
With corner frame made of aluminium profiles
Standard/special sizes
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Profile type 1
(only opening inwards)

Profile type 2
(opening inwards)

Profile type 2
(opening outwards)

Profile type 3
(only opening outwards)
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Internal fitting External fitting Internal fitting (opening inwards), profile type 1 or 2
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Left-hand hinged

RAM = BRB + 46

BRB – 10
BRB

LDB = BRB – 86

Right-hand hinged

External fitting (opening outwards), profile type 2 or 3

Left-hand hinged

RAM = BRB + 46

BRB – 10
BRB

LDB = BRB – 86

Right-hand hinged

INSIDE

INSIDE

INSIDE

INSIDE

INSIDE INSIDE

LF Structural opening
LDH Clear passage height
LDB Clear passage width
RM Grid height 
RAM Overall frame dimension

BRH Nominal size height
BRB Nominal size width
DrH Lever height

Side Doors
With corner frame made of aluminium profiles
Standard/special sizes
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External views

(The illustrations correspond to the size of the structural opening for 1000 × 2125 mm. Deviations may occur with other door sizes.) 
Side door version styles (see page 24) only possible with profile type 1*	

Profile type 1 Profile type 2

D
rH

*

10
50

Standard sizes (profile type 1, only opening inwards)

Profile type 1 (fitting behind the opening)
S, M, L-ribbed, S, M-panelled

LF of the opening Ordering sizes = 
RAM DrH from FFL Spacings

855 – 875 × 1990 – 2000 990 × 2058 955 125/250

855 – 875 × 2115 – 2125 990 × 2183 1010 133/265

980 – 1000 × 1990 – 2000 1115 × 2058 955 125/250

980 – 1000 × 2115 – 2125 1115 × 2183 1010 133/265

Profile type 2 (fitting behind the opening)
S, M, L-ribbed, S, M-panelled

LF of the opening Ordering sizes = 
RAM DrH from FFL Spacings

855 – 875 × 1990 – 2000 990 × 2058 1050 125/250

855 – 875 × 2115 – 2125 990 × 2183 1050 133/265

980 – 1000 × 1990 – 2000 1115 × 2058 1050 125/250

980 – 1000 × 2115 – 2125 1115 × 2183 1050 133/265

Profile type 2 (fitting in the opening)
S, M, L-ribbed

LF of the opening Ordering sizes = 
RAM DrH from FFL Spacings

875 × 2000 855 × 1990 1050 125/250

875 × 2125 855 × 2115 1050 133/265

1000 × 2000 980 × 1990 1050 125/250

1000 × 2125 980 × 2115 1050 133/265

Note with glazing type D: Min. RAM width 980 mm and min. RAM height 2115 mm for glazing on the upper door section.

(See next page for the legend.)

Side Doors
With block frame made of aluminium profiles
Standard sizes
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Profile type 1
Narrow leaf frame

Profile type 2
Wide leaf frame
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LF = LDB

RAM = LF + 136

6868

LF
RAM = LF – 20

10 68 1068

Fitting arrangements

RAM

LDB

1
Fitting next to door, opening 
outwards, RH hinged

RAM

LDB

5
Fitting in the opening, opening 
outwards, RH or LH hinged

2
RAM

LDB

Fitting next to door, opening 
outwards, LH hinged 6

LDB

RAM

Fitting in the opening, opening 
inwards, RH or LH hinged

LDB

RAM

3
Fitting next to door, opening 
inwards, LH hinged 7 LDB

RAM

LF Fitting behind the opening, only 
opening inwards, RH  or LH 
hinged

4
LDB

RAM

Fitting next to the door, opening 
inwards, RH hinged

INSIDE

INSIDE

INSIDE

INSIDE INSIDE

INSIDE

INSIDE

LF Structural opening
LDH Clear passage height
LDB Clear passage width
RAM Overall frame dimension

BH Panel height
DrH Lever height

FFL FFL

Side Doors
With block frame made of aluminium profiles
Standard sizes



54 Technical Manual: Sectional Garage Doors/09.2010

External views

(The illustrations correspond to the size of the structural opening for 1000 × 2125 mm. Deviations may occur with other door sizes.) 

Profile type 2

D
rH

≥ 950≥ 980 ≥ 980

Special sizes (profile type 1, only opening inwards)

Profile type 1 (fitting in or behind the opening)
S, M, L-ribbed

Ordering sizes = RAM DrH

855 – 1250 × 1990 – 2300 935 – 1268

855 – 1300 × 1990 – 2558 935 – 1268

Profile type 2 (fitting in or behind the opening)
S, M, L-ribbed

Ordering sizes = RAM DrH

855 – 1250 × 1933 – 2300 1050

855 – 1300 × 1933 – 2558 1050

Profile type 1 (fitting only behind the opening)
S, M-panelled or door style

Ordering sizes = RAM DrH

950 – 1250 × 2058 or 2183 935 – 1268

950 – 1300 × 2013, 2058, 2138, 2183, 2263, 
2308, 2433 or 2558

935 – 1268

Profile type 2 (fitting only behind the opening; fitting in the opening, opening 
outwards available on request), S and M-panelled

Ordering sizes = RAM DrH

950 – 1250 × 2058 or 2183 1050

950 – 1300 × 1943, 2013, 2058, 2138, 2183, 
2263, 2308, 2443 or 2558

1050

Note with glazing type D: Min. RAM width 980 mm and min. RAM height 2115 mm for glazing on the upper door section.

(See next page for the legend.)

Side Doors
With block frame made of aluminium profiles
Special sizes
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Fitting next to door, opening outwards, RH  or LH hinged Fitting next to door, opening inwards, RH or LH hinged

RAM

LDB = RAM – 136 12010

R

68 68

68 68 12010

RAM

LDB

R

Fitting in the opening, opening inwards or outwards,  
RH  or LH hinged

Fitting behind the opening, opening inwards, RH or LH hinged

LF

LDB = RAM – 136 1010

RAM = LF – 20

68 68

≥ 130LF = LDB

RAM

68

Fitting behind the opening Fitting in the opening
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With support bracket

R Tube
LF Structural opening
LDH Clear passage height
LDB Clear passage width

RAM Overall frame dimension
DrH Lever height

INSIDE INSIDE

INSIDE INSIDE

INSIDEINSIDE

FFL

Side Doors
With block frame made of aluminium profiles
Special sizes
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External views

(The illustrations correspond to the size of the structural opening for 1000 × 2125 mm. Deviations may occur with other door sizes.) 

S-ribbed or V-panelled version

Structural opening Ordering sizes = RAM Lever handle 
height from FFL

Spacings

Standard sizes

855 – 875 × 2115 – 2125 1005 – 2190 1050 133

980 – 1000 × 2115 – 2125 1130 – 2190 1050 133

Special sizes 990 – 1250 × 1940 – 2315 1050
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 =
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+ 
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LF
 =
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D

H

OFF

75

53

Style version

Structural opening Ordering sizes = RAM Lever handle height from FFL

Standard sizes

980 – 1000 × 2115 – 2125 1130 – 2190 1050

Special sizes 1130 – 1250 × 1940 – 2315 1050

7575

RAM = LF 

LF 

+ 150
INSIDE

INSIDE

LF Structural opening
LDH Clear passage height
RAM Overall frame dimensions

FFL

Timber Side Doors
Standard/special sizes
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Track application Z

V

W
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 =
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 –
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M

Track application N

V

W

R
M

 =
 L

D
H

ProMatic V W

With short boom (K) up to door height 2125 2775 3200

With medium boom (M) up to door height 2375 3025 3450

With long boom (L) up to door height 3000 3700 4125

With special length boom on request

ProMatic, SupraMatic E, P and H V W

With short boom (K) up to door height 2250 2775 3200

With medium boom (M) up to door height 2500 3025 3450

With long boom (L) up to door height 3000 3700 4125

With special length boom on request

For further details, refer to the ProMatic and SupraMatic E/P/H fitting and operating instructions.
RM Grid height 
LDH Clear passage height

Garage Door Operators
ProMatic, SupraMatic E, P, H
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Track application L

V

W

LD
H

R
M

Track application H

R
M
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W

H

20
0

LH

LD 9090

190

LH
 –

 3
58

,
R

M
 +

 4
50

SupraMatic E, P and H

RM
Min. LH Max. LH Min. LH Max. LH

U V W
Length of 
operator 

boom➀ Spring buffer ➁ Buffer stop

3000 3565 3759 3760 4315

1300 3700 4125 L = 3925

2875 3315 3634 3635 4190

2750 3135 3509 3510 4065

2625 3010 3384 3385 3940

2500 2885 3259 3260 3815

2375 2760 3134 3135 3690

1100 3025 3450 L = 32502250 2635 3009 3010 3565

2205 2590 2964 2965 3520

2125 2510 2884 2885 3440

1100 2775 3200 L = 3000

2080 2465 2839 2840 3395

2000 2385 2759 2760 3315

1955 2340 2714 2715 3270

1875 2260 2634 2635 3190

Special length boom on request

Clear passage height (LDH)

RM – 30 up to door width LZ = 3000 mm

RM – 80 from door width LZ = 3010 mm

ProMatic, SupraMatic E, P and H V W

With short boom (K) up to door height 2125 2775 3200

With medium boom (M) up to door height 2375 3025 3450

With long boom (L) up to door height 3000 3700 4125

With special length boom on request

INSIDE

Clearance for the 
operator

For further details, refer to the ProMatic and SupraMatic E/P/H fitting and operating instructions.
RM Grid height 
LDH Clear passage height

Garage Door Operators
ProMatic, SupraMatic E, P, H



Technical Manual: Sectional Garage Doors/09.2010 59

Track application N as industry version (galvanized frame)

R
M

V

W

Track application L as industry version (galvanized frame)

R
M

V

W

LD
H

INSIDE

For further details, refer to the SupraMatic HD fitting and operating instructions.
RM Grid height 
LDH Clear passage height

SupraMatic HD V W

With short boom (K) up to door height 2125 2775 3200

With medium boom (M) up to door height 2375 3025 3450

With long boom (L) up to door height 2750 3700 4125

SupraMatic HD V W

With medium boom (M) up to door height 2125 3025 3450

With long boom (L) up to door height 2750 3700 4125

Garage Door Operators
SupraMatic HD
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Hörmann (UK) Ltd, Gee Road, Coalville, Leicestershire LE67 4JW 
Phone (01530) 513000, Fax (01530) 513001

Hörmann KG Amshausen

Hörmann KG Dissen

Hörmann KG Werne

Hörmann Beijing, China

Hörmann KG Antriebstechnik

Hörmann KG Eckelhausen

Hörmann Genk NV, Belgium

Hörmann Tianjin, China

Hörmann KG Brandis

Hörmann KG Freisen

Hörmann Alkmaar B.V., Netherlands

Hörmann LLC, Montgomery IL, USA

Hörmann KG Brockhagen

Hörmann KG Ichtershausen

Hörmann Legnica Sp. z o.o., Poland

Hörmann Flexon, Leetsdale PA, USA

Hörmann: Quality without Compromise

Hörmann is the only manufacturer worldwide that offers you  

a complete range of all major building products from one source. 

We manufacture in highly-specialised factories using the latest 

production technologies. The close-meshed network of sales  

and service companies throughout Europe, and activities in the 

USA and China, make Hörmann your strong partner for first-class 

building products, offering “Quality without Compromise”.

GARAGE DOORS

OPERATORS

INDUSTRIAL DOORS

LOADING EQUIPMENT

HINGED DOORS

DOOR FRAMES




